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Profiles for window installation WARMOTECH PRO 80 / 90 

 

 

 

 

 

 

 

 

Product Width, mm Length, mm Price, Eur/m 

PRO 80 x 2,75 80 2750 - 

PRO 80 x 1,15 80 1150 - 

PRO 90 x 2,75 90 2750 - 

PRO 90 x 1,15 90 1150 - 

Product is sold in units, either 1150 mm or 2750 mm length. 
 

 

 

Warmotech PRO 80/90 system 

characteristics: 

• rigid  - load per point from 100 kg; 

• warm – thermal conductivity 

from U=0,77 W/m2K; 

• high mass of the material 

ensures great soundproofing 

properties; 

• long elements are quicker and 

easier to work with and lead to 

overall higher quality of 

installation. 

 

Support installation scheme for Warmotech PRO 80/90 system 
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Profiles for window installation WARMOTECH M FRAME 

 

 

 

 

 

 

 

Profile prices  

Product Width, mm Length, mm Price, Eur/m 

M Frame 150 148 2750 - 

M Frame 200 198 2750 - 

M Frame 250 248 2750 - 

M Frame 280 278 2750 - 

 

Bracket prices 

Product Suitable for system Price, Eur/pcs 

Bracket M Frame All systems (100-280) - 

Bracket M 120 M Frame 170-220 - 

Bracket M 180 M Frame 230-280 - 

 

 

Warmotech M FRAME system 

characteristics: 

• used when window has to be 

installed further from the wall; 

• allows for an easier insulation 

work around system afterwards; 

• long elements are quicker and 

easier to work with and lead to 

overall higher quality of 

installation. 

Bracket installation scheme for Warmotech M Frame system 
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 Insulated window profiles WARMOTECH TYPE C 

 

 

 

 

 

Product Width, mm 
Height H, 

mm 

Price for 

profile, 

Eur/m 

Price for 

mounting 

screws, 

Eur/m 

Total price 

for set, 

Eur/m 

Length, mm 

TYPE C 

50 / 60 30 - - - 

1150 

50 / 60 40 - - - 

50 / 60 50 - - - 

50 / 60 60 - - - 

50 / 60 70 - - - 

50 / 60 80 - - - 

50 / 60 90 - - - 

50 / 60 100 - - - 

50 / 60 110 - - - 

50 / 60 120 - - - 

50 / 60 130 - - - 

50 / 60 140 - - - 

50 / 60 150 - - - 

50 / 60 180 - - - 

50 / 60 200 - - - 

50 / 60 220 - - - 

Prices are valid for a minimum order of 10 pcs. of the same position. An additional charge applies 

for purchases of smaller quantities. 

Product is sold in units, unit length is 1150 mm. 

 

TYPE C profiles have connection locks at the ends. 

TYPE C profile comes with a set of four washers and four screws for attachment to window frame. 

 

Examples of profile routing are shown in the annex no. 1. 

 

 

 

 

 

 
 

Connection scheme 
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 Insulated window profiles WARMOTECH  PA UNIVERSAL 

 

 

 

 

 

 

 

Product Width, mm Height H, mm Price, Eur/m Length, mm 

TYPE PA 
UNIVERSAL 

60 30 - 

1150 

60 50 - 

60 80 - 

60 100 - 

60 120 - 

60 150 - 

60 180 - 

Product is sold in units, unit length is 1150 mm. 

PA UNIVERSAL profiles have connection locks at the ends. 

 

 

Examples of profile routing are shown in the annex no. 2. 

 

 

 

Standard profile routing 

 

 

 

Connection scheme 
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 Insulated window profiles WARMOTECH PA FR 

 

 

 

 

 

 

 

Product Height H, mm 

Price, Eur/m 
Length, 

mm 
Width A=50 

mm 

Width A=60 

mm 

Width A=70 

mm 

PA FR 

30 - - - 

1150 

40 - - - 

50 - - - 

60 - - - 

70 - - - 

80 - - - 

90 - - - 

100 - - - 

110 - - - 

120 - - - 

130 - - - 

140 - - - 

150 - - - 

160 - - - 

170 - - - 

180 - - - 

190 - - - 

200 - - - 

210 - - - 

220 - - - 

230 - - - 

240 - - - 

250 - - - 

260 - - - 

270 - - - 

280 - - - 

290 - - - 

300 - - - 

310 - - - 

320 - - - 

Prices are valid for a minimum order of 10 pcs. of the same position. An additional charge applies 

for purchases of smaller quantities.  

Product is sold in units, unit length is 1150 mm.  

PA FR profiles have connection locks at the ends. 

Examples of profile routing are shown in the annex no. 1. 
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Insulated window profiles WARMOTECH HSN 

 

 

 

 

 

 

 

 

Product Width, mm Height, mm Price, Eur/m Length, mm 

HSN 

140/160/180 40 - 

1150 

140/160/180 60 - 

140/160/180 80 - 

140/160/180 100 - 

140/160/180 120 - 

140/160/180 140 - 

140/160/180 160 - 

140/160/180 180 - 

140/160/180 200 - 

140/160/180 220 - 

140/160/180 240 - 

140/160/180 260 - 

Prices are valid for a minimum order of 10 pcs. of the same position. An additional charge applies 

for purchases of smaller quantities.    

Product is sold in units, unit length is 1150 mm.  

HSN profiles have connection locks at the ends. 

 

 

Examples of profile routing are shown in the annex no. 3. 
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High density polyurethane profiles WARMOTECH TYPE PA 

 

 

 

 

 

  

  
 

Product 
Height 

mm 

Price, Eur/m 

A=10 

mm 

A=15 

mm 

A=20 

mm 

A=30 

mm 

A=40 

mm 

A=50 

mm 

A=60 

mm 

A=70  

mm 

A=80  

mm 

A=90 

mm 

A=100 

mm 

PA 

30 - - - - - - - - - - - 

40 - - - - - - - - - - - 

50 - - - - - - - - - - - 

60 - - - - - - - - - - - 

70 - - - - - - - - - - - 

80 - - - - - - - - - - - 

90 - - - - - - - - - - - 

100 - - - - - - - - - - - 

110 - - - - - - - - - - - 

120 - - - - - - - - - - - 

130 - - - - - - - - - - - 

140 - - - - - - - - - - - 

150 - - - - - - - - - - - 

160 - - - - - - - - - - - 

170 - - - - - - - - - - - 

180 - - - - - - - - - - - 

190 - - - - - - - - - - - 

200 - - - - - - - - - - - 

210 - - - - - - - - - - - 

220 - - - - - - - - - - - 

230 - - - - - - - - - - - 

240 - - - - - - - - - - - 

250 - - - - - - - - - - - 

260 - - - - - - - - - - - 

270 - - - - - - - - - - - 

Prices are valid for a minimum order of 10 pcs. of the same position. An additional charge applies 

for purchases of smaller quantities.    

Product is sold in units, unit length is 1150 mm.  

Different measurements are available on demand. Profiles can be routed (routing price starts from 

1,5 Eur/m without VAT). 

To place an order for this product, list desired profile thickness and height:  

PA 60 (thickness A, mm) x 200 (height H, mm). 
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Panels WARMOTECH 550 

 

 

 

Warmotech panel pricelist 

Panel thickness, mm Width x Length, mm Price, Eur/sq.m. 

10 

1150 x 2750 

- 

15 - 

20 - 

30 - 

40 - 

50 - 

60 - 

70 - 

Other thicknesses are available on demand. Step for panel thickness is 1 mm. Minimum order 

quantity of non-standard thickness is 10 panels (31,625 sq.m.). 

Panels can be cut to desired shapes (cutting price depends on the quantity of profiles and cutting 

difficulty). 

Performance and characteristics of Warmotech panels 

Parameter Unit Result Standard 

Reaction to fire - D-s3,d0 EN 13501-1:2019 

Bending strength MPa ≥ 4,7  EN 12089:2013 

Thermal conductivity, λD (23/50)   W/ (m·K) ≤ 0,088  EN 12667:2002 

Mass-related moisture conversion 

coefficient 
- fu = 1,31 EN ISO 10456:2008 

Moisture conversion factor - Fm (23/50 – 23/80) = 1,04 EN ISO 10456:2008 

Compressive strength MPa ≥ 7,1 (10-60 mm) EN 826:2013 

Compressive strength MPa ≥ 6,8 (61-70 mm) EN 826:2013 

Water absorption (by short term, 

partial immersion) 
kg/m2 Wp ≤ 0,4 EN ISO 29767 

Dimensional stability under specified 

temperature and humidity DS (70,90) 
- DS (70,90) ≤ 1 % EN 1604:2013 

Dimensional stability under specified 

temperature and humidity DS (-20,-) 
- DS (-20,-) ≤ 1 % EN 1604:2013 

Density kg/m3 550 ± 50 EN 1602:2013 

Nominal thickness, T mm ± 0,5  EN 823:2013 

Nominal length, L mm ± 5,0  EN 822:2013 

Nominal width, W mm ± 5,0  EN 822:2013 

Squareness mm/m Sb ≤ 1,0 EN 824:2013 

Flatness mm Smax ≤ 4,0 mm EN 825:2013 
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Profiles for window installation Poliframe HDE 

 

 

 

 

 

 

 

 

 

Parameters for Poliframe HDE 

Parameter Unit Result Standard 

Density kg/m3 150 ± 10% - 

Compressive strength MPa >1,5 EN 826 

Bending strength MPa >0,75 EN 12089 

Thermal Conductivity ʎ W/(mK) <0,041 EN 12664 

Water absorption % <2 EN 12087 

Fire resistance - E EN 13501-1 

Melts when exposed to 

heat 
- Yes - 

 

 

Product Width A x 100, mm Price, Eur/m Length, mm 

HDE85 85 - 
1270 HDE100 100 - 

Length of an element is 1270 mm. Total lenght of element with connection is 1320 mm. 

 

Support installation scheme for Poliframe HDE system 
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 Routed profiles HDE FR 

 

 

 

 

 

 

 

 

Product Height H, mm 
Price, Eur/m 

Length, mm 
Width = 60 mm Width = 70 mm 

HDE FR 

30 - - 

1300 

40 - - 

50 - - 

60 - - 

70 - - 

80 - - 

90 - - 

100 - - 

110 - - 

120 - - 

130 - - 

140 - - 

150 - - 

160 - - 

170 - - 

180 - - 

190 - - 

200 - - 

210 - - 

220 - - 

230 - - 

240 - - 

250 - - 

260 - - 

270 - - 

280 - - 

Prices are valid for a minimum order of 10 pcs. of the same position. 

Product is sold in units, unit length is 1300 mm.  

 

To place an order for this product, list desired profile width and height and name of the window 

profile for desired routing.  

 

Examples of profile routing are shown in the annex no. 1. 
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Profiles HDE 

 

 

 

 

 

 

 

 

Product Height H, mm 
Price, Eur/m 

Length, mm 
Width = 60 mm Width = 70 mm 

HDE 

30 - - 

1300 

40 - - 

50 - - 

60 - - 

70 - - 

80 - - 

90 - - 

100 - - 

110 - - 

120 - - 

130 - - 

140 - - 

150 - - 

160 - - 

170 - - 

180 - - 

190 - - 

200 - - 

210 - - 

220 - - 

230 - - 

240 - - 

250 - - 

260 - - 

270 - - 

280 - - 

Prices are valid for a minimum order of 10 pcs. of the same position. 

Product is sold in units, unit length is 1300 mm.  

 

To place an order for this product, list desired profile width and height.  
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ADDITIONAL MATERIALS 

Product 
Hybrid adhesive  

sealant (600 ml) 

Price, Eur/pc - Eur / pc 

 

 

 

 

Product 
Essve Essdrive Corrseal  

wood screws 

Price, Eur/pc 
4.5 x 40 mm –  € / pc 

4.5 x 60 mm –  € / pc 

5.0 x 80 mm –  € / pc 

 

 

 

Product 
Masonry screws 

 SFS Intec FB-FK-T30 

Price, Eur/pc 

7.5 x 62 mm   –  € / pc 

7.5 x 92 mm   –  € / pc 

7.5 x 122 mm –  € / pc 

7.5 x 152 mm –  € / pc 

7.5 x 182 mm –  € / pc 

7.5 x 212 mm –  € / pc 

 

 

 

 

 

 

 

Product Self-drilling metal screws 

Price, Eur/pc 

4.8 x 50 mm   –  € / pc 

4.8 x 60 mm   –  € / pc 

4.8 x 70 mm   –  € / pc 

4.8 x 80 mm   –  € / pc 

4.8 x 90 mm   –  € / pc 

4.8 x 100 mm –  € / pc 

4.8 x 110 mm –  € / pc 

4.8 x 120 mm –  € / pc 

4.8 x 130 mm –  € / pc 

4.8 x 140 mm –  € / pc 

4.8 x 150 mm –  € / pc 

4.8 x 160 mm –  € / pc 

4.8 x 170 mm –  € / pc 

4.8 x 180 mm –  € / pc 

4.8 x 190 mm –  € / pc 

4.8 x 200 mm –  € / pc 

4.8 x 220 mm –  € / pc 
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TYPE C / PA FR / HDE FR 1/2
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ANNEX NO. 1
TYPE C / PA FR / HDE FR 2/2

www.warmotech.lt

H
 / 

h
+

7
 (

k)

60



www.warmotech.lt

ANNEX NO. 2
PA UNIVERSAL 1/2

ALUPROF MB86SI
PA UNIVERSAL

DECCO 82
PA UNIVERSAL

DECCO 71
PA UNIVERSAL

AVANTGARDE 7000
PA UNIVERSAL

PLASTIMET CLICK ON
PA UNIVERSAL

VEKA 82
PA UNIVERSAL

REHAU GENEO
PA UNIVERSAL

REHAU SYNEGO
PA UNIVERSAL

REHAU BRILLIANT
PA UNIVERSAL

GEALAN KUBUS
PA UNIVERSAL

GEALAN S9000
PA UNIVERSAL

GEALAN S8000
PA UNIVERSAL
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ANNEX NO. 2
PA UNIVERSAL 2/2

SAPA 86
PA UNIVERSAL

PONZIO PE 78
PA UNIVERSAL

REYNAERS MASTERLINE 8
PA UNIVERSAL

SALAMANDER BLUE EVOLUTION 82
PA UNIVERSAL

KOMMERLING 76 MD
PA UNIVERSAL

KOMMERLING 88 MD
PA UNIVERSAL

WITAL 80
PA UNIVERSAL
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ANNEX NO. 3
HSN 2/2
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PONZIO HS SL1800
HSN010
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